TECHNOLOGY FOR PROCESSING LOOSE SUBSTANCES
AUTOMATION AND DEVELOPMENT OF NEW DEVICES
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PROJECT STUDIES

COMPLETE SOLUTIONS FOR
PROCESSING RAW MATERIALS

TECHNOLOGICAL LINES
TURNKEY DELIVERIES

.

. drying

. cooling

. sorting of the material

. containers - silos

. weighing / dosing

. finalmixing

. packaging

. expedition of finished mixture

. transportroute
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COMPLETE MANUFACTURING PROGRAM 1. elevators

2. drying

3. cooling

4. transport junctions
5. crushing

6. directing flaps

7. mixing

Elevator ELVA I_>

<_I Directing Flaps
600x700

850x1000



<_I Drum dryerBaska

<_I Crusher BMD Crusher BMC I_>

<_I Mixer 1000l

<_| Mixer 1501
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AUTOMATIC LINE OF U-PROFILE GLUEING
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BOARD MANIPULATOR

. boards 4x2m, 1000kg

. rotary container

3. drive 4m

4. stroke 2m

TECHNICAL SOLUTION DRAWING UP 5. rotaryarm
TECHNICAL DOCUMENTATION WORKING OUT 6. rotary conveyor

TECHNOLOGY TURNKEY DELIVERY
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CERAMIC PRODUCTS CASTING AND HANDLING LINE
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It is a production line for casting ceramic products. In the first section of the line the top part of the product

is cast and dried, then it is joined to the bottom part, cast in a large gypsum mold. After drying the whole

product to the required value, the entire mold is disassembled by the manipulator. The product is rotated

180 on the pad and moved to the roller bench where inspection of the cast or possible shape correction s
takes place. The mold after its removal is inserted back into the casting line and prepared for the next =
cycle. The final products are transported to the end of the ling, rotated and handed over to another part of
the production. The production line is fitted with pipes for filling ceramics into the molds, subsequent
rinsing and compressed air distribution and fixing the molds.
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The textile blanks manipulator stacks textile blanks on pallets. Two rotary drums snychronously pick up
blanks from a line conveyor and stack them onto prepared pallets following a customisable program.
Blanks can be stacked either face up or face down.

Operator can use the "Slide" for quality checks — this can be activated by remote control. The "Slide" sorts
non-comforming blanks out or can be used to perform regular quality control checks.

Manipulator features a platform with rotation that is easily accessible to staff that can unload fully stacked
pallets and load in empty ones without significant delay in production.

Using touch display interface, operator can create and save individual programs.

I : - 1. rotary drum

2. rotary drum

3. "Slide"

~

. platform with rotation







WRAPPER

The plastic wrapping station is part of final section of a stoneware boards production line.
The machine applies protective self-adhesive PE film to the top side of the board in fully automatic mode.




1. inputline conveyor

2. wrapping station

3. output line conveyor

4. footbridge
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e-mail: sales@bohemia-machine.cz

www.bohemia-machine.cz




